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MODEL: OT120-12(GEL)/DS

Parameter Chart:

Capacity Affected
By Temperature

Residual Capacity
O (25 C)

Discharge Current
OTesting (25 C)

OCapacity(25 C)

Capacity After 12 Months Storage

OFull Charged Battery 25 C

10 hours rate (12A)

1 hours rate (66A)

3 hours rate (30A)

O40 C

O25 C

O0 C

O-15 C

Capacity After 3 Months Storage

Capacity After 6 Months Storage

5mΩ

120Ah

72Ah

93Ah

104%

100%

83%

65%

91%

82%

65%

Charge
(Constant
Voltage)

OCycle (25 C)

OFloat (25 C)

Initial Charging Current Less 
Than 36A

Voltage 14.5~14.9V

Charge Voltage 13.6~13.8V

Weight (Approx) 36.8Kg

Volts 12V

NO.: 302070066-00004

Internal Resistance

DIGITAL SCREEN INTELLIGENT GEL STORAGE BATTERY - GEL SERIES

Container  Color

Grey 3 C

★The above are average and data obtained from the first 3 charge/discharge 
   cycles. These are not minimum values.
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Constant voltage charging characteristics
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1. Discharge:100%
2. Charge voltage:2.30V/cell
3. Charge current:0.20CA

4. Temperature:25℃
Charged Volume

Charge Voltage
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OConstant Current Discharge Characteristics (A, 25 C)

Capacity Factors With Different Temperature

Battery Type
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MODEL: OT120-12(GEL)/DS NO.: 302070066-00004

Float Life

OYears(25 C)
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Design floating charg life:
Floating voltage 2.26~2.30v/cell

O O
Ambient temperature:25 C(77 F)

DIGITAL SCREEN INTELLIGENT GEL STORAGE BATTERY - GEL SERIES

OConstant Power Discharge Characteristics (Watt, 25 C)

F.V/Time

9.60V

10.2V

10.5V

30min 60min 2h 3h 5h 8h 10h 20h10min 15min

239.6       205.1      125.3       71.9        42.9         31.5        21.4        13.2         12.2         6.3 

229.8       197.6      121.2       69.8        42.3         30.6        20.9        12.8         12.1         6.2 

214.5       187.6      118.2       67.2        42.1         29.8        20.6        12.3         12.0         6.2 

10.8V 198.6       174.5      116.1       64.6        41.4         28.7        20.3        11.8          12.0         6.1 

F.V/Time

9.60V

10.2V

10.8V

30min 60min 2h 3h 5h 8h 10h 20h15min10min

2635.6     2256.1    1441.0     826.9      497.6       365.4      248.2      160.1      141.8       73.1 

2550.6     2213.1    1405.9     809.7      490.7       354.5      244.8      156.6      140.6       71.9 

2244.3     1989.3    1370.0    762.3       480.2       332.9       236.6      146.2      138.3       70.8

10.5V 2402.8     2119.9    1382.9     786.2      488.4       345.7       242.4      152.0      139.5       72.4 
V

2
0

2
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0
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★The above are average and data obtained from the first 3 charge/discharge cycles. These are not minimum values.

ZHANGZHOU HUAWEI POWER SUPPLY TECHNOLOGY CO.,LTD.
Add:Industrial District of Lieyu Town, Yunxiao County, Zhangzhou-363300,Fujian, China
Tel:+86-596-8991888   E-mail:HW@huawei-battery.com   Https://www.huawei-battery.com    
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